
Simple yet powerful cooling  & heating
The solution for those who don't want to think about HVAC

Easy to Install and easy to service:

Govt aids/subsidies

1) Removeable side covers to access 

pipe & condensate drain2
2) Left or right flexible connection 

of the condensate drain
3) Removable drain pan1
4) Detachable fan motor’s support
5) Large installation plate2
6) Ribbed inner surface to prevent risk of condensate leaks2
7) Enlarged suction area for better performance2
8) Easy-to-remove front cover (2-3 screws)
9) New cap on deflectors for durable opening/closing2

1 Not available in small-size chassis of models RAK-DJ09PHAA and RAK-DJ12PHAA.
2 Not available in the largest size chassis of RAK-DJ36PHAA
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Wall Mounted Inverter Heat Pump AC 
From 9 to 36 BTU/h
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–
Hitachi Air Conditioning USA

Address:
Johnson Controls Hitachi Air Conditioning 
xxxxxx xxxxxxxxxxx xxxxx xxxxxxxx xxxxxxxx
xxxxxxxx xxxxx xxxxxxxx

Tel: +00 000 000 000
hitachiaircon.com
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Peace of Mind with 
X years warranty
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Indoor Model1
RAK-DJ09PHAA RAK-DJ12PHAA RAK-DJ18PHAA RAK-DJ24PHAA 

RAK-DJ09RHAA RAK-DJ12RHAA RAK-DJ18RHAA RAK-DJ24RHAA

Outdoor Model RAC-DJ09WHAA RAC-DJ12WHAA RAC-DJ18WHAA RAC-DJ24WHAA

Yes Yes Yes Yes

System Type Heat Pump Heat Pump Heat Pump Heat Pump Heat Pump

Performance

Rated Cooling Capacity BTU / h 9000 12000 18000 22000 36000

Cooling Capacity (Min-Max) BTU / h 4000~10500 4700~13200 6350~18600 6200~24200

Rated Heating Capacity BTU / h 10000 13000 19000 25000

Heating Capacity (Min-Max) BTU / h 4000~12000 5500~14500 6700~20500 7600~27500

EER2 13.0 12.0 12.0 12.0

SEER2 20.0 19.5 19.5 18.3

HSPF2 9.2 9.2 10.5 10.0

COP at 47°F 3.3 3.2 2.95 3.0

COP at 5°F 2.2 2.15 1.90 2.10

Rated Heating capacity at 17 F ( -8° C) BTU / h 6500 8400 13300 17500

Max Heating Capacity at +5 F (-15° C) BTU / h 7500 10250 14200 18500

Moisture Removal l / h 1.1 1.65 2.7 3.3

Electrical 
Data

Power Supply V-Ph-Hz 208~230V - 1P- 60Hz 208~230V - 1P- 60Hz 208~230V - 1P- 60Hz 208~230V - 1P- 60Hz

MCA (Minimum Circuit Ampacity) Amps 8 9 13 18

MOP (Maximum Overcurrent Protection) Amps 15 15 25 25

Indoor Unit

 / M / L / SL)-Cool CFM 260  /  250 / 180 / 150 / 110 490 / 280 / 230 / 190 / 140 420 / 390 / 360 / 270 / 240 580 / 550 / 460 / 350 / 310

 / M / L / SL)-Heat CFM 310 / 230 / 210 / 180 / 130 280 / 260 / 200 / 170 / 140 380 / 360 / 300 / 270 / 210 560 / 530 / 490 / 390 / 320

Sound Pressure Level (H / M / S / SL)-Cool dB(A) 44 / 42 / 40 / 36 / 29 46 / 44 / 40 / 36 / 29 48 / 46 / 42 / 38 / 35 51 / 49 / 45 / 40 / 35

Sound Pressure Level (H / M / S / SL)-Heat dB(A) 44 / 42 / 40 / 36 / 29 46 / 44 / 40 / 36 / 29 48 / 46 / 42 / 38 / 35 51 / 49 / 45 / 40 / 35

Unit Dimension (W x H x D) inch 
(mm)

30.71 x 11.02 x 8.74  
(780 x 280 x 222)

30.71 x 11.02 x 8.74  
(780 x 280 x 222)

37.40 x 11.57 x 9.06  
(950 x 294 x 230)

41.34 x 11.57 x 10.04  
(1050 x 294 x 255)

Net / Gross Weight lbs (kg) 17.6 (8.0)  /  21.5 (9.7) 18.74 (8.5)  /  20.94 (9.5) 24.3 (11.0)  /  27.6 (12.5) 30.07 (14.0)  /  37.48 (17.0)

Outdoor 
Unit

Operation Range - Cooling ºF (ºC) -0.4 ~114.8 (-18 ~ 46) -0.4 ~114.8 (-18 ~ 46) -0.4 ~114.8 (-18 ~ 46) -0.4 ~114.8 (-18 ~ 46)

Operation Range - Heating ºF (ºC) -5 ~75.2 (-20.5~24.0) -5 ~75.2 (-20.5~24.0) -5 ~75.2 (-20.5~24.0) -5 ~75.2 (-20.5~24.0)

Refrigerant R32 R32 R32 R32

Sound Pressure Level (High) dB(A) 51 51 52 53

Unit Dimension (W x H x D) inch 
(mm)

25.98 x 20.87 x 10.94 
(660 x 530 x 278)

29.53 x 22.44 x 11.02 
(750 x 570 x 280)

33.46 x 31.50 x 11.73 
(850 x 800 x 298)

37.41 x 37.20 x 14.57 
(950 x 945 x 370)

Net / Gross Weight lbs (kg) 57.0 (26.0) / 60.5 (27.5) 75.0 (34.0) / 80.5 (36.5) 103.6 (47.0) / 114.6 (52.0) 161.7 (73.3) / 171.1 (77.6)

Piping

Max Total Piping Length Ft (m) 82.0 (25) 82.0 (25) 98.4 (30) 98.4 (30)

Max Total Piping Height Ft (m) 49.2 (15) 49.2 (15) 65.6 (20) 65.6 (20)

Factory Charge lbs (kg) 1.54 (0.70) 1.76 (0.80) 2.76 (1.25) 3.59 (1.63)

Max Charge lbs (kg) 1.76 (0.80) 1.98 (0.90) 3.09 (1.40) 4.32 (1.96)

Piping 
Connection

Piping Connection - Liquid inch (mm) 1 / 4 (6.35) 1 / 4 (6.35) 1 / 4 (6.35) 1 / 4 (6.35)

Piping Connection - Gas inch (mm) 3 / 8 (9.53) 3 / 8 (9.53) 1 / 2 (12.7) 5 / 8 (11.87)

Piping Connection - Drain inch (mm) 5 / 8 (11.87) 5 / 8 (11.87) 5 / 8 (11.87) 5 / 8 (11.87)

Features
FrostWash Indoor Only Indoor Only Indoor Only Indoor Only Indoor Only

Wi-Fi Capability Optional Optional Optional Optional Optional

Notes:

1. Indoor units RAK-DJ09PHAA/ RAK-DJ12PHAA/ RAK-DJ18PHAA/ RAK-DJ24PHAA are compatible with airhome 400 single splits only.
Indoor units RAK-DJ09RHAA/ RAK-DJ12RHAA/ RAK-DJ18RHAA/ RAK-DJ24RHAA are compatible with airHome 400 single splits and airHome Multi Pro multi-split systems.




