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ROOM AIR CONDITIONER

SPLIT TYPE
GJ SERIES

INDOOR UNIT
MODELS RAK-XJO9PHAA
RAK-XJO9PHAA, RAC-XJO9WHAA R AK:X J12PHAA
RAK-XJ12PHAA, RAC-XJ12WHAA RAK-XJ18PHAA
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OUTDOOR UNIT

RAC-XJ09WHAA
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RAC-XJ18WHAA
RAC-XJ24WHAA
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HITACHI

Specifications in this catalogue are subject to change without prior notice in order for HITACHI to bring
in the latest innovations to their customers

Whilst every effort is made to ensure that all dimensions and specifications are correct, any printers’
error not rectified are outside the control of HITACHI, who cannot be held responsible for the same
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1 SPECIFICATIONS

1.1. WALL TYPE (RAK-XJ09PHAA, RAC-XJ09WHAA, RAK-XJ12PHAA, RAC-XJ12WHAA)
Indoor Model No RAK-XJO9PHAA RAK-XJ12PHAA
Outdoor Model No RAC-XJOOWHAA RAC-XJ12WHAA
System Type Heat Pump Heat Pump
Rated Cooling Capacity BTU/h 9500 12500
Cooling Capacity (Min-Max) BTU/h 4500 - 12000 5000 - 14000
Rated Heating Capacity BTU/h 12000 13500
Heating Capacity (Min-Max) BTU/h 3800 - 15800 4700 - 19000
EER2 16.1 14.5
SEER2 26.5 25.0
HSPF2 12.0 11.5
Rated COP at 47°F 4.00 3.12
Performance  |cop at 17°F (Normal Peak) 2.90 2.90
COP at 5°F (Normal Peak) 2.10 2.10
min Heating Capacity at +5 °F (-15 °C) BTU/h 2900 3500
max Heating Capacity at +5°F (-15°C) BTU/h 14000 15200
min Heating Capacity at -4°F (-20°C) BTU/h 2100 3226
max Heating Capacity at -4°F (-20°C) BTU/h 12000 13500
min Heating Capacity at -13°F (-25°C) BTU/h 1400 2000
max Heating Capacity at -13°F (-25°C) BTU/h 8500 10500
Moisture Removal I/h 2.12 3.00
Rated Voltage V:Zh- 230V - 1P- 60Hz 230V - 1P- 60Hz
Rated Cooling Current Amps 2.85 431
Electrical Data Rated Heating Current Amps 4.24 5.029853979
MCA Amps 14 14
MOP Amps 25 25
Set Temp Range °F (°c) 60.8~89.6 (16~32) 60.8~89.6 (16~32)
Cooling Airflow (HH/H/M/L/SL) CFM 460/410/350/290/250 400/385/340/300/270
Heating Airflow (HH/H/M/L/SL) CFM 460/420/320/270/220 460/430/350/300/220
Sound Pressure Level (H/M/S/SL) - Cooling dB(A) 46/44/39/34/30 48/46/41/34/30
Indoor Unit Sound Pressure Level (H/M/S/SL) - Heating dB(A) 45/43/38/34/30 48/46/40/34/30
s . inch 41.33x11.73x10.03 41.33x11.73x10.03
Unit Dimension (WxHxD) (mm) (1050x294x255) (1050x294x255)
Packaging Dimension (WxHxD) (ir:::) 1110x361x326 1110x361x326
Net / Gross Weight (llt’;) 30.07/37.48 / (14.0/17.0)| 30.07/37.48 / (14.0/17.0)
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Operation Range - Cooling

OF (OC)

-59F to 114.8°F (-20°C to

-59F to 114.8°F (-20°C to

46°C) 46°C)
. . -22°F to 75.2°F (-30°C to| -22°F to 75.2°F (-30°C to
. Op [0

Operation Range - Heating F(C) 240¢) 240¢)

Refrigerant R32 R32

Refrigerant Charge (E;) 42.32(1.2) 42.32(1.2)

Sound Pressure Level (High)-Cool dB(A) 52 52

Outdoor Unit -
Sound Pressure Level (High)-Heat dB(A) 52 52
Unit Dimension (WxHxD) inch 33.46x25.59x11.73 33.46x25.59x11.73
(mm) (850x650x298) (850x650x298)
. . . Inch
Packaging Dimension (WxHxD) ( ) 1008x690x404 1008x690x404
mm
Ib

Net / Gross Weight (kgs) 91.0/97.5/(41.0/44.0)| 91.0/97.5 / (41.0/44.0)

Max Total Piping Length Ft (m) 100(30) 100(30)

Max Total Piping Height Ft (m) 65.6(20) 65.6(20)
Piping Piping Connection - Liquid inch 1/4" 1/4"

Piping Connection - Gas inch 3/8" 3/8"

Piping Connection - Drain inch 5/8" 5/8"
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1.2. WALL TYPE (RAK-XJ18PHAA, RAC-XJ18WHAA, RAK-XJ24PHAA, RAC-XJ24WHAA)

Indoor Model No

RAK-XJ18PHAA

RAK-XJ24PHAA

Outdoor Model No RAC-XJ18WHAA RAC-XJ24WHAA
System Type Heat Pump Heat Pump
Rated Cooling Capacity BTU/h 18000 22000
Cooling Capacity (Min-Max) BTU/h 6800 - 22000 9000-28000
Rated Heating Capacity BTU/h 21600 25400
Heating Capacity (Min-Max) BTU/h 8800 - 28000 13000-34000
EER2 14.0 12.5
SEER2 215 21.0
HSPF2 11.5 11.0
Rated COP at 47°F 4.20 4.00
Performance  |cop 4t 17°F (Normal Peak) 215 2.15
COP at 5°F (Normal Peak) 2.06 1.90
min Heating Capacity at +5 °F (-15 °C) BTU/h 4320 6500
max Heating Capacity at +5°F (-15°C) BTU/h 23000 27000
min Heating Capacity at -4°F (-20°C) BTU/h 4320 5500
max Heating Capacity at -4°F (-20°C) BTU/h 21600 25500
min Heating Capacity at -13°F (-25°C) BTU/h 3500 5000
max Heating Capacity at -13°F (-25°C) BTU/h 16000 20000
Moisture Removal I/h 4.0 4.50
Rated Voltage V:Zh_ 208~230V - 1P- 60Hz 208~230V - 1P- 60Hz
Rated Cooling Current Amps 6.60 9.00
Electrical Data  [Rated Heating Current Amps 7.70 9.60
MCA Amps 20 20
MOP Amps 35 35
Set Temp Range °F (°c) 61-90 16-32 61-90 16-32
Cooling Airflow (HH/H/M/L/SL) CFM 580/550/500/400/300 | 600/580/500/400/300
Heating Airflow (HH/H/M/L/SL) CFM 700/700/580/450/350 700/700/580/450/350
Sound Pressure Level (H/M/S/SL) - Cooling dB(A) 52/52/47/43/36 52/52/47/43/36
Indoor Unit Sound Pressure Level (H/M/S/SL) - Heating dB(A) 52/52/47/43/36 52/52/47/43/36
I . inch 43.3x11.8x10.2 43.3x11.8x10.2
Unit Dimension (WxHxD) (mm) 1100x300%260 1100x300%260
Packaging Dimension (WxHxD) (ir:i:) 1155 x330 x365 1155 x330 x365
Net / Gross Weight (Ifgs) 33.1/37.5 (15/17) 33.1/37.5 (15/17)
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2.2. INDOOR WALL TYPE: RAK-XJ18PHAA, RAK-XJ24PHAA
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3.1.1 RAK-XJ18PHAA/RAC-XJ18WHAA

* Maximum Output values are not based on AHRI
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10.2 Menu Operation
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The unit will go to Standby mode instead of Power OFF.
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