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Always on Duty.

Technical Catalogue

Indoor Model Outdoor Model
UNIOSDT23STG1 UPCO09CN23STG1
UNI12DT23STG1 UPC12CN23STG1
UNI18DT23STG1 UPC18CN23STG1
UNI24DT23STG1 UPC24CN23STG1
UNI3BDT23STG1 UPC36CN23STG1
UNI48DT23STG1 UPC48CN23STG1

UNIO9CS23STG1
UNI12CS23STG1
UNI18CS23STG1
UNI24CS23STG1
UNI36CS23STG1
UNI48CS23STG1

UNIO9HW23STG1
UNIM2HW23STG1
UNIM8HW23STG1
UNI24HW23STG1
UNI36HW23STG1







Safety Precautions

1. This air conditioner uses new refrigerant HFO (R454B). R454B refrigerant is flammable.

2. Since the max. working pressure is 600 psig (4.14MPa) [R22:450 psig (R22:3.1MPa)], some
of the piping and installation and service tools are special.

3. This air conditioner uses power supply:208/230V ~, 60Hz.

4. Specified filter drier is required on the liquid pipe when connecting the units.

5. Be sure that servicing equipment and replacement components are applicable for R454B
refrigerant.

6. Do not discharge R454B refrigerant into the air, and when recover it, the cylinder service
pressure rating must be over 600 psig. R454B refrigerant systems should be charged with
liquid refrigerant and the service pressure rating of the hoses used must be over 750 psig.

7. Leak detectors should be designed to detect HFC refrigerant.

8. R454B refrigerant is only compatible with POE oils, which could absorb moisture rapidly, so
do not exp









































































































































































































































































































